
R/B CCA SPEAKER WIRE 

TOP P/N HY NO. NO. OF COND. COND. STRAND

INSULATION 

THICKNESS 

(MM)

NORMAL 

O.D.        

(MM)

SPRB2035-CCA 2 31/0.12 0.61 2.0X4.0

01.037.0421 SPRB2050-CCA 2 44/0.12 0.54 2.0X4.0

01.037.0422 SPRB2075-CCA 2 66/0.12 0.64 2.4X4.8

01.037.0423 SPRB2100-CCA 2 90/0.12 0.94 3.2X6.4

01.037.0424 SPRB2150-CCA 2 7*19/0.12 0.85 3.5X7.0

01.037.0426 SPRB2200-CCA 2 7*25/0.12 0.71 3.5X7.0

SPRB2250-CCA 2 7*32/0.12 0.57 3.5X7.0

SPRB2302-CCA 2 7*38/0.12 0.97 4.5X9.0

SPRB2301-CCA 2 7*28/0.14 0.97 4.5X9.0

SPRB2313-CCA 2 3*90/0.12 1.58 6.0X12

PRODUCT CONSTRUCTURE:

Conductor: CCA, stranded

Insulation / Jacket:PVC, red & black

APPLICATIONS:

1 Digital audio

2 Jukeboxes

3 Not for in wall use

4 Home theater

COMPLIANCE: RoHS compliant Directive 2002/95/EC

PACKAGE: 100meters with plastic spool


