XGT Panel XP Series

Programmable Logic Controller

» High and vivid distinction with 65,536 colors
» Various vector symbols and high quality raster symbols symbols
« Support diverse file types including BMP, JPG, GIF, and WMF etc
« Simple movie clip effects with GIF animation
» 10/100 BASE-T Ethernet interface
« Convenient and easy screen editing
« Strengthened data management (Logging, Recipe, and Alarm)
» Read function of a controller's state information
(Monitoring and maintenance)
» Multi-lingual display up to 4 languages and easy switching
« Offline program simulation
» Tag function of the HMI S/W
(Easy to change the address of the graphic objects)
» USB host for the use of peripheral devices
(Mouse, keyboard, printer, etc)
» Sufficient memory space for screen saving (10MB)

XPTO-TTA/AC ~ XP80-TTA/AC
XP30-B XP30-BTA/DC ~ XP30-TTA/DC - g :
TE/DC APS0-TTA/DC XP70-TTADC  XPSO-TT XPO0-TTA/AC

[tem
Mono Color
Display description Mono Blue LCD TFT Color LCD
Display Size (inch) 14cm (5.77) 21cm (8.4") | 26cm (10.47) 31cm (12.17) 38cm (157)
Resolution 320240 640 x 480 ‘ 800 600 1024 X768
Color 8-bit Gray Scale 320x240
Backlight LED A MOBECD | CCFL (whole LCD), auto On/Off (50,000hr)
Contrast Adjustable Fixed
Luminance 230cd/m? 400cd/m* 480cd/m? 430cd/m* 400cd/m? 450cd/m?
Viewing Up/Down(Degree) 20/40 20/40 70/50 60/50 65/45 75/45 60/50
angle  Left/Right(Degree) 45/45 45/45 70/70 65/65 65/65 65/65 75/75
Touch panel 4-wire system, analog 8-wire system, analog
LED Green: Run (Monitoring, download drawing data) Red: Error (Communication error, drawing data error)
Processor ARMI20T(32bit RISC), 200MHz
Memory  SPiay data 3MB 10MB 20MB
Backup data 128KB 512KB (Logging, alarm data saving)
Ethernet - ich, IEEEB02.3, 10/100Base-T
USB interface USB Host x1 USB Host %2
Serial RS-232C 2ch (1 port for PC communication)
RS-422/485 1ch, 422/485
CF memory card interface - CF memory card (TYPE-1) x1
AUX interface = Optional
Certification CE, UL, KCC
Protection IPE5F (Front Water Proof Structure)
Size (WX H xDjymm 181><140x56.5| 181X 140X 66.5 240%174X73 317 x243x73 395x294 X 73
Panel Cut (W XH)mm 155.5%123 228 %158 294 X 227 383 %282
Weight (kg) 0.62 | 0.75 14 2.2 2.4 39
Rated voltage DC 24V AC100~220V, DC 24V AC100~220V
Permitted AC - MIN 85 VAC, MAX 264 VAC MIN 85 VAC,
Power Vvoltage DC MIN 19.2 VDC, MAX 28.8 VDC MIN 19.2 VDC, MAX 28.8 VDC MAX 264 VAC
Wat AC : : - 37 40 ”
DC 5 85 20 27 | 30




